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Technical Datasheet 1Z281b%

L322

ABS BIBE / ABS Resin

1322 2— S maE2 % ABS, ERRENRMNM. bupEHH AR EN.
L322 is a high-flow injection molding grade ABS material, featuring excellent fluidity, impact resistance and
thermal stability.

1322 ERTRERIM. KESFSMY A, halATFH~m.
L322 is applicable to various application fields such as automotive interior and exterior decorations,
household appliances, etc., and can also be used for modified products

M EE4F S Benefits Rz Fi4iis, Applications
RERFENE Excellent fluidity RZEMRSME Automotive Interior and Exterior Trim
& mEsRE Medium impact strength K& A Home Appliances & Bathroom
=7FE High gloss JH#R BT Consumer Electronics
TE8E MR TT % MR A HAE
Properties Test Method Test Condition Nominal Value
IR BE Physical Properties
#E Density ISO 1183-1 23°C 1.04 g/cm’
ﬁﬁ%i?ﬂ%ite (MFR) ISO 1133 220°C/10kg 25 g/10min
BT 4ER Molding Shrinkage ISO 294-4 23°C 0.4-0.7%
Yl BE Mechanical Properties
%ﬁEEEEth S Vield SO 527 50 mm/min 48 MPa
i%fwtﬁi%ﬁéifon at Break 150 527 50 mm/min 8l
R {RiEE Tensile Modulus ISO 527 1 mm/min 2300 MPa
ZahsRE Flexural Strength ISO 178 2 mm/min 70 MPa
TEHAEE Flexural Modulus 1SO 178 2 mm/min 2200 MPa
foﬁfﬁfcﬁe/jfngfai Strength 150 180 23°C,55), AR 20/1d/m?
#1488 Thermal Properties
A LB
Béﬁeiiljtfgnﬁemperature Under Load 150 75-2 1.8 MPa 8 °C
=
%//%c—aﬁtié\gfct/emrlei%g Temperature 150 306 50N, 50°C/h 98 °C

i BIRAREUE, (ESE, FMEARBUEIREHMBENRIL.

The data are typical values for reference only and are not used as quality specifications or other purposes.
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MITIZSEHE

Recommended Processing Parameters

EAE! Injection Molding

BINAE 80°C THZESEIREAE P INTIE 2-4 /BT,

Pe-drying is required at 80°C for 2-4 hours in an air circulating oven.

YAERIEE Melt Temp 220-240°C

#EGE R Mould Temp 40-70°C

#F: UENISHRESE, KRIZSHNRBABIIE, REMESRRITEHTEL BE,
The above processing parameters are for reference only. Actual processing parameters should be
adjusted appropriately according to different equipment, molds and products.

Bl AXANEBESERREEBNRAENANREELR . MREEKE THNIARMER, FHBRIAA
ME R SRR T AT ERMN T . ATERZENEREETYRABENTR, EAER E
WEAXGENT RN~ REEERESAREAFA, HHRERECHILESHAMLE~SNARFEY
BEEEMATBAIEN . (CRHMLEXN AN AFRRKIEEARTEE XS, WRRHEIRIE, EZ!K)’CZIK
PR T mm S MK K AR HE B MBS RIETE UL AR T IHERR

The data and information in this text are based on our current knowledge and experience. If there are
new understandings and experiences in the future, we reserve the right to modify the information and
data in this text without prior notice. Since the conditions of use and applicable laws may vary by location
and time, the customer is responsible for determining whether the products and product information in
this document are suitable for the customer's use, and for ensuring that their workplace and the way they
handle the products comply with applicable laws and other government regulations. Eastech Chemical
does not assume any responsibility or obligation for the information in this text, nor does it provide any
warranty. All implied warranties regarding the merchantability or fitness for a particular purpose of the
products mentioned in this text are hereby expressly excluded.

E#&BEZE Follow us at:

DLBHERA 1217 SHRMEERARS T % 2 & 2C = 2F/2C, 1217 Dongfang Road, Shanghai, China

QFM Tk X S/ 200 SEBER U BB 17A 17A, 200 Xingpu Road, Suzhou Industrial Park, China
QUEREAFREMHREX L= EMLEEL 85 5 85 Haochun Road, Dongying, Shandong, China
@r-mRTX BRSNS — 11 S3X$R 1% 4207 = 4207, 11 Jinshuo No.1 Road, Guangzhou, China
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